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Description

The PLA190 Rack Adapter converts any 35 series 
model PowerLab system*  into a 19 inch × 2 Units 
high (3.5 inch) rack mountable enclosure. Power is 
controllable through a front panel switch.

Assembly

Remove the two screws holding the saddle bracket. Place the PowerLab into the 
chassis and push it through the front panel of the rack adapter. Push firmly until the 
rear of the PowerLab sits down flat. Replace the saddle bracket. Connect the PowerLab 
power socket to the rear of the rack adapter using the cable supplied. Connect the rack 
adapter to a power outlet.

Warning: The Rack Adapter must be supported in a rack using support rails.

Exploded view of the assembly of the PLA190 Rack Adapter.

Saddle bracket
Push PowerLab forward 
firmly until it fits down 
behind this rear flange.

Push PowerLab forward 
firmly until it fits down 
behind this rear flange.

Saddle bracket
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WARRANTY: ADInstruments PowerLab data acquisition units (Product Number Prefix: PL), Front-end Signal Conditioners (Product Number 
Prefix: FE) are warranted against defects in materials and workmanship for a period of 5 years from the date of purchase. Other PowerLab 
data acquisition units and ADInstruments manufactured Front-end and Pod Signal Conditioners, and Instruments are warranted of a period of 
3 years from the date of purchase. Third party products are covered by the manufacturer’s warranty. Warranties are void if the product has 
been damaged due to negligence. Consumables and electrodes are not covered by a warranty. All questions regarding service and warranty 
should be directed to your nearest ADInstruments representative.

Caution
Read “Statement of Intended Use” on our website or in “Getting Started with PowerLab” before use.

Ordering Information:
PLA190 19 inch Rack Adapter

For use with:
PL3504 PowerLab 4/35
PL3508 PowerLab 8/35
PL3516 PowerLab 16/35
*Also for use with:
FE228 Octal Bridge Amp


