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WARRANTY: ADInstruments PowerLab data acquisition units (Product Number Prefix: PL), Front-end Signal Conditioners (Product Number Prefix: FE) are warranted 
against defects in materials and workmanship for a period of 5 years from the date of purchase. Other PowerLab data acquisition units and ADInstruments 
manufactured Front-end and Pod Signal Conditioners, and Instruments are warranted of a period of 3 years from the date of purchase. Third party products are 
covered by the manufacturer’s warranty. Warranties are void if the product has been damaged due to negligence. Consumables and electrodes are not covered by a 
warranty. All questions regarding service and warranty should be directed to your nearest ADInstruments representative.
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Caution

Read “Statement of Intended Use” on our website or in “Getting Started with PowerLab” before use.

Ordering Information:

MLA246 Gas Mixing Chamber

For use with:
ML206 Gas Analyzer
PL3508B80 Exercise Physiology System 

MLA246 Gas Mixing Chamber

Accessories

The MLA246 Gas Mixing Chamber provides a capacity of 4.7 L for 
collecting and sampling expired respiratory gases. It is suitable for use 
with the ML206 Gas Analyzer and is included in the PL3508B80 Exercise 
Physiology System. Five 2 mm (0.08”) male luer lock connectors allow 
sampling lines to be connected to the unit and 35 mm (1.4”) inlet and 
exhaust ports are provided. 
The perspex chamber can be separated & cleaned with warm soapy water and soft cloth. Do not use 
abrasives or alcohol as they will scratch and cause crazing.


